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in State waters for private aids to 
navigation (subpart 66.05). 

(c) Coast Guard authorization of a 
private aid to navigation does not au-
thorize any invasion of private rights, 
nor grant any exclusive privileges, nor 
does it obviate the necessity of com-
plying with any other Federal, State or 
local laws or regulations. 

(d) With the exception of radar bea-
cons (racons) and shore based radar 
stations, operation of electronic aids to 
navigation as private aids will not be 
authorized. 

[CGFR 68–152, 33 FR 19816, Dec. 27, 1968, as 
amended by CGD 85–057, 51 FR 11448, Apr. 3, 
1986] 

§ 66.01–3 Delegation of authority to 
District Commanders. 

(a) Under Section 888 of Pub. L. 107– 
296, 116 Stat. 2135, the Commandant 
delegates to the District Commanders 
within the confines of their respective 
districts (see Part 3 of this chapter for 
descriptions) the authority to grant 
permission to establish and maintain, 
discontinue, change or transfer owner-
ship of private aids to maritime navi-
gation, and otherwise administer the 
requirements of this subpart. 

(b) The decisions of the District Com-
mander may be appealed within 30 days 
from the date of decision. The decision 
of the Commandant in any case is 
final. 

[CGFR 68–152, 33 FR 19816, Dec. 27, 1968, as 
amended by USCG–1998–3799, 63 FR 35526, 
June 30, 1998; USCG–2003–14505, 68 FR 9535, 
Feb. 28, 2003] 

§ 66.01–5 Application procedure. 
To establish and maintain, dis-

continue, change, or transfer owner-
ship of a private aid to navigation, you 
must apply to the Commander of the 
Coast Guard District in which the aid 
is or will be located. You can find ap-
plication form CG–2554 at http:// 
www.uscgboating.org/safety/aton/ 
aids.htm. You must complete all parts 
of the form applicable to the aid con-
cerned, and must forward the applica-
tion to the District Commander. You 
must include the following informa-
tion: 

(a) The proposed position of the aid 
to navigation by two or more hori-
zontal angles, bearings and distance 

from charted landmarks, or the lati-
tude and longitude as determined by 
GPS or differential GPS. Attach a sec-
tion of chart or sketch showing the 
proposed position. 

(b) The name and address of the per-
son at whose expense the aid will be 
maintained. 

(c) The name and address of the per-
son who will maintain the aid to navi-
gation. 

(d) The time and dates during which 
it is proposed to operate the aid. 

(e) The necessity for the aid. 
(f) For lights: The color, char-

acteristic, range, effective intensity, 
height above water, and description of 
illuminating apparatus. Attach a copy 
of the manufacturer’s data sheet to the 
application. 

(g) For sound signals: Type (whistle, 
horn, bell, etc.) and characteristic. 

(h) For buoys or daybeacons: Shape, 
color, number, or letter, depth of water 
in which located or height above water. 

(i) For racons: Manufacturer and 
model number of racon, height above 
water of desired installation, and re-
quested coding characteristic. Equip-
ment must have FCC authorization. 

[CGFR 68–152, 33 FR 19816, Dec. 27, 1968, as 
amended by CGD 85–057, 51 FR 11448, Apr. 3, 
1986; USCG–2000–7466, 68 FR 68238, Dec. 8, 2003; 
USCG–2000–7466, 69 FR 12541, Mar. 17, 2004; 
USCG–2001–10714, 69 FR 24982, May 5, 2004; 
USCG–2008–0179, 73 FR 35002, June 19, 2008] 

§ 66.01–10 Characteristics. 
The characteristics of a private aid 

to navigation must conform to those 
prescribed by the United States Aids to 
Navigation System set forth in subpart 
B of part 62 of this subchapter. 

[USCG–2000–7466, 68 FR 68238, Dec. 8, 2003] 

§ 66.01–11 Lights. 
(a) Except for range and sector 

lights, each light approved as a private 
aid to navigation must: 

(1) Have at least the effective inten-
sity required by this subpart 
omnidirectionally in the horizontal 
plane, except at the seams of its lens- 
mold. 

(2) Have at least 50% of the effective 
intensity required by this subpart 
within ±2° of the horizontal plane. 

(3) Have a minimum effective inten-
sity of at least 1 candela for a range of 
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